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FOLDABLE PASSENGER CARRIER

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of European Patent
Application No. 12176343.7, filed Jul. 13, 2012, the entire
disclosure of which is incorporated by reference herein.

TECHNICAL FIELD

The invention pertains to foldable passenger carriers, e.g.
infant strollers, of the type comprising a carrier frame and
having a frame body delimiting a passenger space and being
provided with a push-handle, allowing the carrier to be
pushed by a walking, running or skiing person. The upper part
of the frame body comprises at least one longitudinal frame
element and the longitudinal frame element and the push-
handle are provided with hinges allowing the passenger car-
rier to be folded into a compact configuration for transport
and storage. The invention also concerns a method for folding
a foldable infant stroller into a transport and storage configu-
ration.

BACKGROUND OF THE INVENTION

A foldable passenger carrier has previously been described
in NL.1018648. The passenger carrier in NLL1018648 is an
infant stroller having a foldable frame and being provided
with a handle bar having an adjustment hinge arranged at each
side of the handle bar allowing the angle of the handle bar to
be adjusted. The adjustment hinges may also be used to fold
the handle bar down towards the rear of the infant stroller
when the stroller is to be converted into a transport and stor-
age configuration. Further folding hinges that are used to
transform the carrier into a compact configuration are pro-
vided in the carrier frame itself.

Bicycle trailers adapted to be coupled to the rear of a
bicycle and to be pulled after the bicycle, are commonly
equipped to be used both as bicycle trailers and as manually
pushed passenger carriers such as infant strollers. A com-
bined stroller and bicycle trailer has been described in DE
102010010966 Al. Other examples of convertible bicycle
trailers are found in EP1162134 A1l and U.S. Pat. No. 5,267,
744 A. Ttis generally desired that such multi-purpose passen-
ger carriers are foldable so that they may be transported and
stored in a practical and space-efficient manner.

It is an object of the present invention to provide a passen-
ger carrier having an improved foldability requiring a mini-
mum of manual operations to be performed when folding or
unfolding the passenger carrier.

SUMMARY OF THE INVENTION

In accordance with the invention there is offered a foldable
passenger carrier, such as an infant stroller, comprising a
carrier frame and having a longitudinal direction constituting
a travelling direction of the passenger carrier, a transverse
direction perpendicular to the longitudinal direction and a
height direction perpendicular to the longitudinal direction
and to the transverse direction. The carrier frame comprises a
frame body having a forward part and a rear part in the
longitudinal direction and an upper part and a lower part in the
height direction. The upper part of the frame body comprises
alongitudinal frame element comprising a folding hinge with
alocking mechanism and the carrier comprises a push-handle
which is connected to the upper part of the frame body and
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comprises a handle adjustment hinge with a locking mecha-
nism. The push-handle is foldable towards the forward part of
the frame body at the handle adjustment hinge and the longi-
tudinal frame element is foldable in a direction towards the
lower part of the frame body at the folding hinge.

Accordingly, the passenger carrier of the invention may
comprise one or more foldable generally longitudinally
extending frame elements that are provided with hinges com-
prising mechanisms for locking and releasing the hinges. In
order to allow the upper part of the carrier frame to be col-
lapsed inwardly, in a direction towards the lower part of the
carrier frame, all longitudinally extending frame elements
should be provided with folding hinges. When the hinges are
released they become free to move in a manner resembling
that of a buckling knee, implying that the distance between
the endpoints of each frame element is decreased.

The push-handle may be of the of the commonly used kind
comprising a handle bar extending straight or curved in the
transverse direction of the push-carrier and being connected
to the upper part of the frame body at the sides of the frame
body. The connection may be at two adjustment hinges each
comprising a locking mechanism allowing the angle and
height of the gripping part to be adjusted to a desired position
suiting a particular user. Alternatively, the passenger carrier
may have one handle at each side of the passenger compart-
ment or a combination of a loop-shaped push-handle and side
handles or even a handle bar being connected to the upper part
of the frame body by a single centrally arranged frame ele-
ment. In all instances, the push-handle is provided with an
appropriate number of lockable adjustment hinges allowing
adjustment of the push-handle as well as folding of the push-
handle in a forward direction of the passenger carrier.

Furthermore, the upper part of the frame body may com-
prise two or more longitudinal frame elements, wherein each
longitudinal frame element comprises a folding hinge with a
locking mechanism.

The locking mechanisms in the handle adjustment hinges
and in the folding hinges in the longitudinal frame elements
are arranged to be activated when the passenger carrier is in an
in-use mode and serve to secure the passenger carrier in an
un-folded in-use configuration. The locking mechanisms are
further arranged to be manually deactivated, allowing folding
at the hinges in order to collapse the frame body towards the
lower part of the carrier frame and to fold the push-handle
forwards.

The passenger carrier of the invention preferably com-
prises a single manually operated control mechanism acting
on all locking mechanisms in the hinges to release and lock
the hinges as required. The single control mechanism may be
arranged on the push-handle. By placing the control mecha-
nism centrally on the push-handle, as seen in the horizontal
direction of the passenger carrier, a person folding or unfold-
ing the passenger carrier can easily operate the mechanism
when standing in a push-position behind the passenger car-
rier. Once the control mechanism has been used to release the
locking mechanisms for the handle adjustment hinges, the
push-handle can be folded forward by simply leaning forward
and pushing at the handle. Preferably, the locking mecha-
nisms for the hinges on the frame elements are coupled in
series with the locking mechanisms for the push-handle so
that forward movement of the push-handle triggers the frame
element locking mechanisms. Furthermore, a forward and
downward movement of the push-handle contributes bending
the longitudinal frame elements downward at the folding
hinges when collapsing the frame body. Unfolding of the
passenger carrier can be performed in an equally simple and
convenient manner by standing behind the passenger carrier
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and pulling the push-handle upwards and rearwards when the
hinge locking mechanisms are in a released position.

The single control mechanism may be connected to the
locking mechanisms in the hinges by means of wires arranged
in the carrier frame. Wire operated lockable hinge mecha-
nisms are well known in the art, for instance from NLL1018648
or WO9847753.

The passenger carrier may further have alower front part of
the carrier frame connected to a lower rear part of said carrier
frame at front part hinges, whereby the lower front part of the
carrier frame is arranged to be rotated at the front part hinges
in a direction towards the lower rear part of the carrier frame.
A foldable front part of the passenger carrier makes it possible
to fold the passenger carrier into an ever more compact stor-
age and transport configuration. The foldable longitudinal
frame elements in the upper part of the carrier body may be
mounted to the foldable lower front part of the carrier frame
so that they act as levers on the foldable lower front part. In
this manner, folding of the longitudinal frame elements in a
direction towards the lower part of the carrier frame will cause
the foldable front part to rotate into the storage and transport
position.

The carrier may further comprise one or more front wheels
arranged on the forward part of the carrier frame. It is com-
mon that a front wheel on a push-carrier is pivotably attached
to the frame body so that it can rotate around an axis in the
height direction of the passenger carrier. The front wheel or
front wheels may be connected to the frame body by means of
a connecting member comprising a front hinge with a hinge
axis extending in the transverse direction of the passenger
carrier, whereby the front wheel is foldable around the hinge
axis towards the rear part of the frame body, in under the lower
part of the frame body. The front wheel may be provided with
an arrangement for locking the front wheel in a position
parallel with the transverse direction of the passenger carrier,
i.e. perpendicular to the travelling direction of the passenger
carrier, in order to allow the wheel to be folded in flat against
the bottom of the passenger carrier. Furthermore, the front
wheel may be provided with an arrangement for locking the
front wheel in the folded storage position.

A front wheel arranged on the forward part of the carrier
frame may be removably attached to the frame body or may
be arranged to provide a choice between folding the wheel
into a storage position as disclosed herein or removing the
wheel altogether. A foldable or removable front wheel can
further reduce the size of a foldable passenger carrier when
the passenger carrier is in a collapsed transport and storage
configuration. Moreover, the passenger carrier according to
the invention may be a multi-function push-carrier and
bicycle trailer. A front wheel is only needed when the carrier
is used as a stroller or manually pushed cart. When the carrier
isused in the trailer mode and is coupled to a bicycle, the front
wheel is not needed and is generally not even wanted as it is
unsuitable for the speeds attained when the trailer is pulled
after the bicycle. Furthermore, if left hanging down from the
frame when the carrier is coupled to a bicycle the wheel may
be hit by stones and other items on the ground over which the
carrier is pulled. Accordingly, it may be advantageous to be
able to fold any front wheel into a storage position when the
multi-function carrier is used in a trailer mode or to be able to
completely remove the front wheel or front wheels.

The invention also offers a method for folding a foldable
push-carrier as set out above. The method includes the steps
of:

a) releasing the locking mechanism or the locking mecha-

nisms in the handle adjustment hinge or the handle
adjustment hinges;
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b) folding the push-handle at the adjustment hinge or the
adjustment hinges towards the front part of the frame
body;

¢) releasing the locking mechanism or the locking mecha-
nisms in the longitudinal frame element folding hinge or
folding hinges; and

d) folding the longitudinal frame element or frame ele-
ments at the folding hinge or folding hinges towards the
lower part of the frame body.

The locking arrangements in the hinges may be con-
structed to allow steps a) and ¢) to be performed simulta-
neously.

Furthermore, steps b) and d) may be performed simulta-
neously in a single continuous folding operation wherein
folding the push-handle forwards aids in collapsing the lon-
gitudinal frame elements in a direction towards the lower part
of the frame body.

Unfolding of the collapsed passenger carrier is performed
in a reverse manner by moving the push-handle in a direction
upwards and rearwards until the push-handle and the longi-
tudinal frame elements can be locked in the in-use position.

The invention allows the passenger carrier to be quickly
and conveniently folded and unfolded in a logical and intui-
tive manner, requiring very few manual operations to be per-
formed in order to transform the carrier between the unfolded
and the folded state.

As set out herein, the foldable passenger may comprise at
least one front wheel which is connected to the frame body by
means of a connecting member comprising a front hinge. The
folding method may then include the further step of folding
the front wheel at the front hinge towards the rear part of the
frame body, in under the lower part of the frame body.

The method may also comprise the further step of folding
a lower front part of the carrier frame which is connected to a
lower rear part of the carrier frame at front part hinges in a
direction towards the lower rear part of the carrier frame at the
front part hinges.

DEFINITIONS

The term “multi-function passenger carrier” refers to a
vehicle that can be used either as a bicycle trailer or as a
push-carrier by a person walking, running, jogging or skiing.

By a horizontal direction as used herein is implied a direc-
tion in a horizontal plane of a passenger carrier when in an
in-use-position, i.e. while being pulled after a bicycle or being
pushed by a person.

By a vertical direction as used herein is implied a direction
in a vertical plane through a passenger carrier when in an
in-use position, i.e. while being pulled after a bicycle or being
pushed by a person.

By a front part of a passenger carrier or a carrier frame as
used herein is implied a part that is intended to be facing
forward in the travelling direction, either towards a bicycle if
the passenger carrier is coupled to a bicycle or to be facing
away from a pusher of the passenger carrier when it is used as
a push carrier.

A back or rear part of a passenger carrier is a part opposite
to the front part and intended to be facing away from a bicycle
ortowards a person depending on how the passenger carrier is
being used.

An upper part of a passenger carrier or carrier frame is a
part facing upward, away from the ground when the passen-
ger carrier is in an in-use position.

A lower part of a passenger carrier or carrier frame is a part
facing downward towards the ground when the passenger
carrier is in an in-use position.
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A travelling direction of a passenger carrier is a direction in
which the passenger carrier is designed to be moved. The
travelling direction corresponds to a longitudinal direction of
the passenger carrier, and is perpendicular to the transverse
direction and the height direction of the passenger carrier.

Positional terms such as “upper”, “lower”, “underside”,
etc. when used herein to describe the location of an element
should be understood as referring to a passenger carrier when
in a position for use as a trailer or a push-carrier. Positional
terms are used in a corresponding way to describe the relative
positioning of elements in a passenger carrier in an in-use
position.

A carrier frame, as used herein is a structure comprising
frame elements defining general shape of the passenger car-
rier. The carrier frame includes the push-handle but not any
wheels, passenger seats, covering, etc. or any removable
equipment or accessories. The frame body refers to the part of
the carrier frame surrounding the passenger space. The frame
body does not include the push-handle.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will be described in greater detail with ref-
erence to the appended drawings in which:

FIG. 1 shows a perspective view of a passenger carrier
according to the invention without any covering or accessory
equipment;

FIG. 2a shows a side view of the passenger carrier in FIG.
1

FIG. 25 shows a side view of the passenger carrier in FIG.
1 with the push-handle folded forward;

FIG. 2¢ shows a side view of the passenger carrier in FIG.
1, with the push-handle folded forward and the carrier frame
partially collapsed;

FIG. 3 shows a first perspective view of a passenger carrier
according to the invention in a folded state; and

FIG. 4 shows a second perspective view of a passenger
carrier according to the invention in a folded state with a
folded-in front wheel.

DETAILED DESCRIPTION

The invention is described below with reference to a multi-
functional passenger carrier in the form of a combined push-
carrier and bicycle trailer. However, it is to be understood that
the invention is equally applicable to passenger carriers
which are not equipped to be used as bicycle trailers, such as
infant strollers, baby prams, jogging strollers, etc.

The passenger carrier 1 in FIG. 1 is shown without any
covering or accessories, revealing the structure of the carrier
frame 2. The carrier frame comprises a carrier body 3 defining
the shape of a passenger compartment 8. The carrier body 3
has a front part 4, a rear part 5, an upper part 6 and a lower part
7 as seen in F1G. 1. The passenger carrier 1 is a multi-function
passenger carrier that can be used in a trailer mode, coupled to
the rear end of a bicycle, or in a push-carrier mode allowing
the carrier to be pushed by a person while walking, running,
skiing, etc. The passenger carrier 1 in FIG. 1 is shown in the
push-carrier mode, i.e. without any connection to a bicycle.
Apart from the trailer frame 2 and a covering, the passenger
carrier 1 comprises two rear wheels 9 mounted on a horizontal
rear axis 10 and a front wheel arrangement 11 with a front
wheel 12 pivotably mounted at the front part 4 of the carrier
body 3. When the passenger carrier 1 is in the trailer mode, it
can be coupled to the rear end of a bicycle by means of a
coupling device arranged on the passenger carrier 1.
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The passenger carrier 1 has a longitudinal direction, L,
which is also the travelling direction of the passenger carrier
1, a transverse direction, T, perpendicular to the longitudinal
direction, L, and a height direction, H perpendicular to both
the longitudinal direction, L, and the transverse direction, T.

Thebicycle trailer frame 2 further comprises a push-handle
13 connected to the rear part 5 of the frame body 3. The
push-handle 13 is shown with a generally horizontally
arranged central handle bar 14. The push-handle 13 is shown
to form an arch-like connection between two handle adjust-
ment hinges 15 placed at the upper part 6 of the frame body 3,
ateach side of the passenger compartment 8 defined inside the
frame body 3. The handle adjustment hinges 15 are lockable
adjustment hinges, implying that they are provided with a
locking mechanism that can be set to a locked position, allow-
ing the push-handle 13 to be locked in a desired position in
relation to the frame body 3 and that can be released, allowing
the push-handle 13 to be moved to a new gripping position or
to be folded from a gripping position towards the forward part
4 ofthe frame body 3 into a storage position or rearwards from
a storage position into a gripping position.

The passenger carrier 1 in FIG. 1 is of the type that can be
converted into a compact transport and storage configuration
by folding the trailer frame 2 at lockable hinges 16 arranged
in frame elements 17 extending in the longitudinal direction,
L, of the passenger carrier 1 and at the lockable handle adjust-
ment hinges 15 arranged on the upper part 6 of the frame body
3.

The front wheel arrangement 11 is coupled to the frame
body 3 by a front hinge 18 having a rotational axis extending
in the transverse direction, T, of the passenger carrier 1. The
front wheel arrangement 11 allows the front wheel 12 to be
rotated or folded in under the frame body 3.

A front wheel locking mechanism may be provided to
allow the front wheel to be adjusted depending on the
intended use of the passenger carrier. The wheel locking
mechanism can preferably be set to three different and dis-
tinct positions wherein a first position which may be suitable
when the passenger carrier 1 is used in the push-carrier mode
by awalking person, a second position, which may be suitable
when the passenger carrier 1 is used in the push-carrier mode
by a running person and a third position, which may be
suitable when the passenger carrier 1 is used in the trailer
mode or when it is folded together for transport or storage.

The wheel locking mechanism may be any suitable wheel
locking mechanism 20 as known in the art, such as a wheel
locking mechanism comprising a spring-loaded locking pin
being arranged to engage with corresponding locking holes or
cavities placed at appropriate locations in a locking plate or
other receiving member. An example of a locking arrange-
ment of this kind is disclosed in CN201350918.

When the wheel locking mechanism is set to the first posi-
tion, the wheel 12 is in a free-wheel position allowing full
rotation of the wheel around the pivot axle 19 and making the
passenger carrier 1 easy to steer. When the wheel locking
mechanism is set to the second position, the wheel 12 is
locked in a position parallel to the longitudinal direction, L, of
the passenger carrier 1 as shown in FIG. 1 and cannot rotate
around the pivot axle 19, making the passenger carrier 1 travel
straight forward without inadvertently turning or wobbling
when pushed by a jogging or running person. When the wheel
locking mechanism is set to the third position, the wheel 12 is
locked in a position parallel to the transverse direction, T, of
the passenger carrier 1 and cannot rotate around the pivot axle
19. The third position may be selected when the passenger
carrier 1 is to be used in the trailer mode. The third position
may also be used as a braking position, when parking the
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passenger carrier 1 as the passenger carrier can only rotate on
the spot without moving forwards or backwards when the
front wheel is locked in a transverse position. The third posi-
tion may further be used simply to shorten the passenger
carrier, for instance when parking or storing it in a limited
space.

A front wheel locking mechanism is an optional feature of
the invention. Furthermore, a wheel locking mechanism may
have only one or two locking positions.

In addition, any front wheel or rear wheel on the passenger
carrier may be provided with means allowing them to be
completely removed from the carrier frame. A removable
front wheel may be foldable as described above so that a user
may choose between removing the wheel and just folding it
out of the way, in under the carrier frame.

A single control mechanism 21 is arranged centrally on the
push-handle 13 for controlling both the locking mechanism in
the handle adjustment hinges 15 and the locking mechanism
in the frame element folding hinges 16. The control mecha-
nism 21 is operated by a control button 22 which is coupled to
wires extending inside the carrier frame 2 between the control
mechanism 21 and the adjustment hinges 15 and between the
adjustment hinges and the folding hinges 16 so that the adjust-
ment hinges 15 and folding hinges 16 are coupled in series.

The lower front part 23 of the of the carrier frame 2,
carrying the front wheel 12, is coupled to the lower rear part
24 of the carrier frame 2 at first front part hinges 25 and is
provided with second front part hinges 26 arranged below the
wheel arrangement front hinge 18. The front part hinges 25,
26 allow the lower front part 23 or foot well to be rotated in a
rearward, upward direction as indicated by the arrow C in
FIG. 2¢.

When folding the passenger carrier 1 into a compact trans-
port and storage configuration, the locking mechanism in the
adjustment hinges 15 is released by pressing the control but-
ton 22, whereafter the handle 13 is released for adjustment.
By pushing the handle forward, it is caused to rotate around a
transverse axis through the adjustment hinges 15 in a direc-
tion forward and downward as indicated by the arrow A in
FIGS. 2a and 2b. Folding of the handle 13 forwards triggers
the locking mechanisms in the folding hinges 16 causes the
locking mechanisms to be released so that the longitudinal
frame elements 17 may fold or buckle at the folding hinges 17
in a direction towards the lower part 7 of the carrier frame 2 as
indicated by the arrow B in FIGS. 256 and 2¢. At the same time
as the upper part 6 of the frame body 3 collapses by folding of
the longitudinal frame elements 17, the lower front part 23 of
the of the carrier frame 2 together with the front wheel 12, is
caused to rotate around the front part hinges 25 and to move
in a rearward and upward direction in relation to the rear part
5 of the carrier frame 2 as indicated by the arrow C in F1G. 2¢.

When the passenger carrier 1 is in a completely folded state
it will appear as shown in FIG. 3, with the frame body 3
collapsed and the push-handle 13 and the lower front part 23
of'the of the carrier frame 2 folded in over the collapsed frame
body 3.

FIG. 4 shows the passenger carrier 1 in an even further
compacted state, which the front wheel 12 locked in a direc-
tion transverse to the travelling direction and folded into a
storage position on the underside of the carrier frame 2.
Folding of the front wheel 12 is carried out by rotating the
front wheel arrangement 11 around a transverse axis through
the front hinge 18. The front wheel arrangement may com-
prise means for releasably locking the front wheel 12 in the
storage position shown in FIG. 4.

Accordingly, the carrier frame 2 can be folded for storage
and transport either with the front wheel 12 folded away in the
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8

storage position shown in FIG. 4 or with the front wheel in the
in-use position, as shown in FIG. 3.

Foldability of the front part of the carrier frame 2 and of the
front wheel arrangement are optional features of a passenger
carrier of the invention. Furthermore, the specific shape and
construction of the push-handle 13 that is shown in FIG. 1
should not be considered limiting to the invention, as many
other shapes may be envisaged by a person skilled in the art.
It is also to be understood that the shape and construction of
the passenger carrier frame 2 may be different from that
shown in FIG. 1. For instance, the shape of the passenger
compartment may be different; the passenger carrier may
have more than one front wheel, only one longitudinal frame
element may be provided in the upper part of the carrier frame
orthe carrier frame may comprise more than two longitudinal
frame elements in the upper part of the carrier frame, etc.

However, in order for the passenger carrier to be foldable as
set out herein, all longitudinal frame elements in the upper
part of the carrier frame must comprise lockable and releas-
able locking mechanisms. Preferably, all such locking
mechanisms are controlled by a single control mechanism,
although multiple control mechanisms may be envisaged. For
example, the passenger carrier of the invention may have two
handles placed one on each side of the passenger compart-
ment and each having a control mechanism controlling the
handle adjustment hinge and a folding hinge in a longitudinal
frame element being connected to the handle. The passenger
carrier may also comprise all types of accessory equipment
such as passenger seats, lights, luggage, holders, etc. as
known in the art.

The invention claimed is:
1. A foldable passenger carrier, such as an infant stroller,
comprising a carrier frame and having a longitudinal direc-
tion constituting a travelling direction of said passenger car-
rier, a transverse direction perpendicular to said longitudinal
direction and a height direction perpendicular to said longi-
tudinal direction and to said transverse direction;
said carrier frame comprising a frame body having a for-
ward part, a rear part, an upper part, and a lower part;

said upper part of said frame body comprising a longitudi-
nal frame element, said longitudinal frame element
comprising a folding hinge comprising a first locking
mechanism;

said carrier comprising a push-handle connected to said

upper part of said frame body and comprising a handle
adjustment hinge, the handle adjustment hinge compris-
ing a second locking mechanism, and a control mecha-
nism arranged on the push-handle, the control mecha-
nism interconnected to and adapted to control the first
locking mechanism;

wherein said push-handle is foldable at said handle adjust-

ment hinge in a first rotational direction about a trans-
verse axis through said adjustment handle hinge and
towards said forward part of said frame body;

said longitudinal frame element foldable in a direction

towards said lower part of said frame body about a
transverse axis through said folding hinge;

wherein said first rotational direction comprises a forward

and downward component with respect to said carrier
frame such that the push-handle is rotated to a position
proximal said upper part;

wherein the folding of the push-handle in the first rota-

tional direction towards said forward part of said frame
body activates the first locking mechanism such that the
longitudinal frame element folds at said folding hinge
and toward said lower part of said frame body; and
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wherein said lower part and an associated front wheel are
caused to simultaneously fold and rotate about at least
one hinge such that the lower part rotates in a direction
opposite said first rotational direction.

2. The foldable passenger carrier according to claim 1,
wherein said push-handle comprises a handle bar extending
in said transverse direction of said passenger carrier and being
connected to said upper part of said frame body at two adjust-
ment hinges each comprising a locking mechanism.

3. The foldable passenger carrier according to claim 1,
wherein said upper part of said frame body comprises two
longitudinal frame elements, each longitudinal frame ele-
ment comprising a folding hinge comprising a locking
mechanism.

4. The foldable passenger carrier according to claim 1,
wherein said passenger carrier comprises a single manually
operated control mechanism acting on all locking mecha-
nisms in said hinges.

5. The foldable passenger carrier according to claim 4,
wherein said single control mechanism is arranged on said
push-handle.

6. The foldable passenger carrier according to claim 4,
wherein said single control mechanism is connected to said
locking mechanisms in said hinges by means of wires
arranged in said carrier frame.

7. The foldable passenger carrier according to claim 2,
wherein said locking mechanisms in said hinges are coupled
in series.

8. The foldable passenger carrier according to claim 1,
wherein said carrier comprises a front wheel arranged on said
forward part of said carrier frame, said front wheel being
pivotably attached to said frame body by means of a connect-
ing member comprising a front hinge and said front wheel
being foldable towards said rear part of said frame body, in
under said lower part of said frame body.

9. The foldable passenger carrier according to claim 1,
wherein said carrier comprises a front wheel arranged on said
forward part of said frame body and wherein said front wheel
is removably attached to said frame body.

10. The foldable passenger carrier according to claim 1,
wherein a lower front part of said carrier frame is connected
to a lower rear part of said carrier frame at front part hinges
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and whereby said lower front part of said carrier frame is
arranged to be rotated at said front part hinges in a rearward
and upward direction towards said lower rear part of said
carrier frame.

11. The foldable passenger carrier according to claim 1,
wherein said carrier is a multi-function push-carrier and
bicycle trailer.

12. The method for folding a foldable passenger carrier
according to claim 1, said method including the steps of:

a) releasing said locking mechanism or said locking
mechanisms in said handle adjustment hinge or said
handle adjustment hinges;

b) folding said push-handle at said adjustment hinge or said
adjustment hinges towards said front part of said frame
body;

c¢) releasing said locking mechanism or said locking
mechanisms in said longitudinal frame element folding
hinge or folding hinges; and

d) folding said longitudinal frame element or frame ele-
ments at said folding hinge or folding hinges towards
said lower part of said frame body.

13. The method according to claim 12, wherein steps a) and

¢) are performed simultaneously.

14. The method according to claim 12, wherein steps b) and
d) are performed simultaneously.

15. The method according to claim 12, wherein said fold-
able passenger carrier comprises a front wheel being con-
nected to said frame body by means of a connecting member
comprising a front hinge and said method comprises the
further step of folding said front wheel at said front hinge
towards said rear part of said frame body, in under said lower
part of said frame body.

16. The method according to claim 12, wherein said
method comprises the further step of folding a lower front
part of said carrier frame which is connected to a lower rear
part of said carrier frame at front part hinges in a direction
towards said lower rear part of said carrier frame at said front
part hinges.

17. The foldable passenger carrier according to claim 1,
wherein said hinges are connected by means of wires
arranged in said carrier frame.

#* #* #* #* #*
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